Specifications

Frame Deck
Our frames have a structural We QO not use
profile that is 50% thicker than particleboard!

We use on the highest-grade
%" Luon Mirante plywood on
our decks. The competition
uses particleboard to mask
the quality of their lesser
grade plywood.

No particleboard means our

our nearest competitor’s, and
are formed from steel that is
25% thicker (14ga. vs. 16ga.)
Unlike our competition, our frame
has a recessed edge for Velcro,
so it cannot be pulled off if the
stage is dragged around on its
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edge. decks are rated to hold an
additional 1600 Ibs per section
while being 22% lighter*!

Legs

Our stage legs are 30% thicker ‘—O

and stronger than our nearest

competitor’s. They are attached Through Bolts

to both the outer frame and
through-bolted to the deck with
aircraft style Teflon locking nuts

Through bolts are used in all
the critical places to provide

added security.
Truly Automatic Lock
No significant force is needed to
operate our lock - it works just Braces

like an umbrella handle. Unlike
our competition, we use 2 locks
(not 1) at every leg to assure

All braces are bolted
completely through the deck.

that your stage will be safe.

Integral Drop In

Couplers
Unlike our competition,

Smart Use of Casters
Unlike expensive mobile stage,
our Ultra Portable stage has
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wheels only where you need Hercul'lite’s drop-in couplers
them. With this innovation, 1 O are replaceable, and can be
person can easily set up easily exchanged if they
multiple platforms in no time somehow are broken off.

and without breaking a sweat!

* A 4’ x 8 x 32" poly topped Hercul'lite stage weighs 140 Ibs., our competitor’s 4’ x 8’ x 32" poly
stage weighs in at 171 Ibs.
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